
All Saints Church, Grayswood
 Luminaire Schedule

Project No: 6485

Revision: 6

Design Practice: CES

Channel No. Luminaire Ref. QTY Channel Description Luminaire type DALI RCBO
Luminaire 

Colour

G01 AA-W 2 Nave Rear Downlights LED Spotlight 1 1 Black

G02 AA-W 4 Nave Centre Downlights LED Spotlight 1 1 Black

G03 AA-W 2 Nav e Front Downlights LED Spotlight 1 1 Black

G04 AA-M 3 Choir (2 North, 1 South) LED Spotlight 1 2 Black

G05 AA-M 1 Aisle (1 South) LED Spotlight 1 2 Black

G06 AA-M 2 Chancel LED Spotlight 2 3 Black

G07 AA-M 4 Chapel/Transept LED Spotlight 2 2 Black

S01 AB 2 Concert Position LED Spotlight 1 1 Black

S02 AD 2 High Altar LED Spotlight 2 3 Black

S03 AD 1 Pulpit front LED Spotlight 1 1 Black

S04 AD 1 Lectern front LED Spotlight 1 1 Black

S05 CA 1 Lectern reading plate Minature LED spotlight 1 2 Black

F01 AC 10 Nave Uplighters LED Spotlight 1 1 Black

F02 AC 4 Chancel Uplighters LED Spotlight 2 3 Black

F03 CA 1 Angle Stone Minature LED spotlight 1 2 Black

F04 CA 1 Angel Organ Minature LED spotlight 1 2 Black

F05 CA 2 Saints Minature LED spotlight 2 2 Black

F06 DA 1 Crib Minature LED spotlight 2 3 Black

F07 AE 4 Reredos LED Spotlight 2 3 Black

F08 DA 2 Sanctuary Wall Minature LED spotlight 2 3 Black

F09 EA 2 E.Window Linear Wall Washer 2 3 Black

F10 DA 2 Font Minature LED spotlight 1 1 Black

L01 Existing 1 Porch Lantern - - Black

L02 BC 1 Choir Vestry Wall Light - - White

L03 BB 1 Outer Vestry Wall Light - - White

L04 BA 1 Office Suspended Pendant - - Glass

L05 BB 1 Kitchenette cupboard light Wall Light - - White

L06 AF 1 Pulpit Light refurbishment Linear LED tape - - N/A Driver and rotary switch located within pulpit

Luminaire Summary

Luminaire Ref. Manufacturer P/N QTY Luminaire Type Beam Angle Wattage (w) Fixing type Colour Temp. CRI Flex length
Dimming 

Type

Luminaire 

Colour
Driver Info

Emergency 

Type

AA-W Basis Cylinder 8 LED Spotlight 58° 25 F502 3000k 97 1.5m DALI Black Remote  - Driver concealled on wall plate behind panelling

AA-M Basis Cylinder 10 LED Spotlight 38° 25 F502 3000k 97 1.5m DALI Black Remote  - Driver concealled on wall plate behind panelling

AB Basis Cylinder 2 LED Spotlight 15° 25 F502 3000k 97 1.5m DALI Black Remote  - Driver concealled on wall plate behind panelling

AC Basis Cylinder 14 LED Spotlight 35° 18 F502 1800K-2700K 97 1.5m DALI Black Remote Driver concealled on wall plate behind panelling

AD Basis Cylinder 4 LED Spotlight 10° 25 F502 3000k 97 1.5m DALI Black Remote - Driver concealled on wall plate behind panelling

AE Basis Knuckle 4 LED Spotlight 10° 7.5 F502 2700k 97 1.5m DALI Black Remote - Driver concealled on wall plate behind panelling

AF Basis LED tape 1 Linear LED tape Wide 10 Surface 2700k >90 1.5m Mains N/A Remote -

BA Concord 2055133 1 Suspended Pendant Wide 20 Supended 3000k >80 N/A DALI Glass Integral - -

BB Concord 43281 2 Wall Light Wide 12 Surface 3000k >80 N/A Non Dim White Integral - -

BC Concord 43283 1 Wall Light Wide 24 Surface 3000k >80 N/A Non Dim White Integral - -

CA Radiant Lighting Micro 5 Minature LED spotlight 8° 3 Surface 2700K >90 1m DALI Black Remote - Driver concealled on wall plate behind panelling

DA Mike Stoane LED-O 5 Minature LED spotlight 6° 2 Surface 2700K 97 1m DALI Black Remote - Driver concealled on wall plate behind panelling

EA Light Graphix LD38 2 Linear Wall Washer Elyptical Surface 2700K >90 1m DALI Black Remote -

Local Lighting

LD38C-

700/LW27/75mm/EOB/Black/ABM/300mm

Upper section of vertical panelling

Above Saints on wooden plate

Driver mounted on wall plate in enclosure behind panelling

Driver mounted on wall plate in enclosure behind panelling

Lower part of engaged vertical beam

Suspended in Porch

Upper section of vertical panelling

Surface mount on ceiling

On Window Ledge behind Reredos

Driver mounted on wall plate in enclosure behind panelling

Driver mounted on wall plate in enclosure behind panelling

Driver mounted on wall plate in enclosure behind panelling

Driver mounted on wall plate in enclosure behind panelling

Fixing Position (Method)

Upper section of vertical panelling

Upper section of vertical panelling

Upper section of vertical panelling

Lower section panelling Driver mounted on wall plate in enclosure behind panelling

Driver mounted on wall plate in enclosure behind panelling

Driver mounted on wall plate in enclosure behind panelling

Driver mounted on wall plate in enclosure behind panelling

Note

Driver mounted on wall plate in enclosure behind panelling

Driver mounted on wall plate in enclosure behind panelling

Driver mounted on wall plate in enclosure behind panelling

Driver mounted on wall plate in enclosure behind panelling

Driver mounted on wall plate in enclosure behind panelling

Driver mounted on wall plate in enclosure behind panelling

Driver mounted on wall plate in enclosure behind panelling

Driver mounted on wall plate in enclosure behind panelling

Surface mount to roof panels

Surface mount to roof panels

Upper section of vertical panelling

Surface mount on ceiling

Suspended in Office

Within existing brass light

Snoot

Honeycomb

Honeycomb

Description/Note

Honeycomb + Opal Diffuser

Honeycomb

Honeycomb

-

-

-

Local DALI rotary dimmer for office control

Operated by local door switch

Upper section of vertical panelling

Upper section of vertical panelling

Upper section of vertical panelling

Upper section of vertical panelling

Lower section panelling

Above Saints on wooden plate

Above Saints on wooden plate

Above Saints on wooden plate

Upper section of vertical panelling

General Lighting

Service leading

Feature Lighting

-

Driver mounted on wall plate in enclosure behind panelling

Local Switch Required

Driver mounted on wall plate in enclosure behind panelling

New overide switch and time switch to be installed in Church

Local Switch Required

Driver mounted on wall plate in enclosure behind panelling on South side - Cable run from driver to window ledge.

Upper section of vertical panelling Driver mounted on wall plate in enclosure behind panelling

Honeycomb

Accessories


